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Offshore means beyond the line of or-
dinary low water along that portion of
the coast of the United States that is
in direct contact with the open seas
and beyond the line marking the sea-
ward limit of inland waters.

Operator means a person who engages
in the transportation of gas.

Person means any individual, firm,
joint venture, partnership, corporation,
association, State, municipality, coop-
erative association, or joint stock asso-
ciation, and including any trustee, re-
ceiver, assignee, or personal represent-
ative thereof.

Petroleum gas means propane, propyl-
ene, butane, (normal butane or
isobutanes), and butylene (including
isomers), or mixtures composed pre-
dominantly of these gases, having a
vapor pressure not exceeding 1434 kPa
(208 psig) at 38°C (100°F).

Pipe means any pipe or tubing used in
the transportation of gas, including
pipe-type holders.

Pipeline means all parts of those
physical facilities through which gas
moves in transportation, including
pipe, valves, and other appurtenance
attached to pipe, compressor units, me-
tering stations, regulator stations, de-
livery stations, holders, and fabricated
assemblies.

Pipeline facility means new and exist-
ing pipelines, rights-of-way, and any
equipment, facility, or building used in
the transportation of gas or in the
treatment of gas during the course of
transportation.

Service line means a distribution line
that transports gas from a common
source of supply to (1) a customer
meter or the connection to a cus-
tomer’s piping, whichever is farther
downstream, or (2) the connection to a
customer’s piping if there is no cus-
tomer meter. A customer meter is the
meter that measures the transfer of
gas from an operator to a consumer.

SMYS means specified minimum
yield strength is:

(1) For steel pipe manufactured in ac-
cordance with a listed specification,
the yield strength specified as a mini-
mum in that specification; or

(2) For steel pipe manufactured in ac-
cordance with an unknown or unlisted
specification, the yield strength deter-
mined in accordance with § 192.107(b).

State means each of the several
States, the District of Columbia, and
the Commonwealth of Puerto Rico.

Transmission line means a pipeline,
other than a gathering line, that:

(a) Transports gas from a gathering
line or storage facility to a distribu-
tion center, storage facility, or large
volume customer that is not down-
stream from a distribution center;

(b) Operates at a hoop stress of 20
percent or more of SMYS; or

(c) Transports gas within a storage
field. A large volume customer may re-
ceive similar volumes of gas as a dis-
tribution center, and includes fac-
tories, power plants, and institutional
users of gas.

Transportation of gas means the gath-
ering, transmission, or distribution of
gas by pipeline or the storage of gas, in
or affecting interstate or foreign com-
merce.

[Amdt. 192–13, 38 FR 9084, Apr. 10, 1973, as
amended by Amdt. 192–27, 41 FR 34605, Aug.
16, 1976; Amdt. 192–58, 53 FR 1635, Jan. 21,
1988; Amdt. 192–67, 56 FR 63771, Dec. 5, 1991;
Amdt. 192–72, 59 FR 17281, Apr. 12, 1994; Amdt.
192–78, 61 FR 28783, June 6, 1996]

§ 192.5 Class locations.
(a) This section classifies pipeline lo-

cations for purposes of this part. The
following criteria apply to classifica-
tions under this section.

(1) A ‘‘class location unit’’ is an on-
shore area that extends 220 yards on ei-
ther side of the centerline of any con-
tinuous 1- mile length of pipeline.

(2) Each separate dwelling unit in a
multiple dwelling unit building is
counted as a separate building intended
for human occupancy.

(b) Except as provided in paragraph
(c) of this section, pipeline locations
are classified as follows:

(1) A Class 1 location is:
(i) An offshore area; or
(ii) Any class location unit that has

10 or fewer buildings intended for
human occupancy.

(2) A Class 2 location is any class lo-
cation unit that has more than 10 but
fewer than 46 buildings intended for
human occupancy.

(3) A Class 3 location is:
(i) Any class location unit that has 46

or more buildings intended for human
occupancy; or
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(ii) An area where the pipeline lies
within 100 yards of either a building or
a small, well-defined outside area (such
as a playground, recreation area, out-
door theater, or other place of public
assembly) that is occupied by 20 or
more persons on at least 5 days a week
for 10 weeks in any 12-month period.
(The days and weeks need not be con-
secutive.)

(4) A Class 4 location is any class lo-
cation unit where buildings with four
or more stories above ground are prev-
alent.

(c) The length of Class locations 2, 3,
and 4 may be adjusted as follows:

(1) A Class 4 location ends 220 yards
from the nearest building with four or
more stories above ground.

(2) When a cluster of buildings in-
tended for human occupancy requires a
Class 2 or 3 location, the class location
ends 220 yards from the nearest build-
ing in the cluster.

[Amdt. 192–78, 61 FR 28783, June 6, 1996; 61 FR
35139, July 5, 1996]

§ 192.7 Incorporation by reference.
(a) Any documents or portions there-

of incorporated by reference in this
part are included in this part as though
set out in full. When only a portion of
a document is referenced, the remain-
der is not incorporated in this part.

(b) All incorporated materials are
available for inspection in the Re-
search and Special Programs Adminis-
tration, 400 Seventh Street, SW., Wash-
ington, DC, and at the Office of the
Federal Register, 800 North Capitol
Street, NW., suite 700, Washington, DC.
These materials have been approved for
incorporation by reference by the Di-
rector of the Federal Register in ac-
cordance with 5 U.S.C. 552(a) and 1 CFR
part 51. In addition, the incorporated
materials are available from the re-
spective organizations listed in appen-
dix A to this part.

(c) The full titles for the publications
incorporated by reference in this part
are provided in appendix A to this part.
Numbers in parentheses indicate appli-
cable editions. Earlier editions of docu-
ments listed or editions of documents
formerly listed in previous editions of
appendix A may be used for materials
and components manufactured, de-
signed, or installed in accordance with

those earlier editions or earlier docu-
ments at the time they were listed.
The user must refer to the appropriate
previous edition of 49 CFR for a listing
of the earlier listed editions or docu-
ments.

[35 FR 13257, Aug. 19, 1970, as amended by
Amdt. 192–37, 46 FR 10159, Feb. 2, 1981; Amdt
192–51, 51 FR 15334, Apr. 23, 1986; 58 FR 14521,
Mar. 18, 1993; Amdt. 192–78, 61 FR 28783, June
6, 1996]

§ 192.9 Gathering lines.

Except as provided in §§ 192.1 and
192.150, each operator of a gathering
line must comply with the require-
ments of this part applicable to trans-
mission lines.

[Amdt. 192–72, 59 FR 17281, Apr. 12, 1994]

§ 192.11 Petroleum gas systems.

(a) Each plant that supplies petro-
leum gas by pipeline to a natural gas
distribution system must meet the re-
quirements of this part and ANSI/
NFPA 58 and 59.

(b) Each pipeline system subject to
this part that transports only petro-
leum gas or petroleum gas/air mixtures
must meet the requirements of this
part and of ANSI/NFPA 58 and 59.

(c) In the event of a conflict between
this part and ANSI/NFPA 58 and 59,
ANSI/NFPA 58 and 59 prevail.

[Amdt. 192–78, 61 FR 28783, June 6, 1996]

§ 192.13 General.

(a) No person may operate a segment
of pipeline that is readied for service
after March 12, 1971, or in the case of an
offshore gathering line, after July 31,
1977, unless:

(1) The pipeline has been designed, in-
stalled, constructed, initially in-
spected, and initially tested in accord-
ance with this part; or

(2) The pipeline qualifies for use
under this part in accordance with
§ 192.14.

(b) No person may operate a segment
of pipeline that is replaced, relocated,
or otherwise changed after November
12, 1970, or in the case of an offshore
gathering line, after July 31, 1977, un-
less that replacement, relocation, or
change has been made in accordance
with this part.

VerDate 07-JAN-97 13:42 Jan 07, 1997 Jkt 167197 PO 00000 Frm 00031 Fmt 8010 Sfmt 8010 E:\CFR\167197.007 167197


		Superintendent of Documents
	2010-10-28T17:15:30-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




